
MIRRO SUSPENSION
08-Nov.-2018

www.weverducre.com Wever & Ducre bvba   Spinnerijstraat 99/21   8500 Kortrijk

ceiling base dimensions

ø
8

4

ø
8

2
57

DIMENSIONS

P
B

19
-0

10
-5

9
2-

0
0

1.0

IP20

BODY COLOUR
black texture + gold
black texture + silver

QA60 max. 15W | E27

OPTIONAL LAMP: QA60 LED E27 6W 500lm 2700K
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2.0

IP20

BODY COLOUR
black texture + gold
black texture + silver

LED G95 max. 15W | E27
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3.0

IP20

BODY COLOUR
black texture + gold
black texture + silver

LED G95 max. 15W | E27
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MOUNTING INSTRUCTION

1

2 POWER CONNECTION

Connect the wires
connection: STANDARD version

N

L

Mount the ceiling base on the ceiling

(You have to turn the cover counterclockwise a quarter 
in order to loosen it from the ceiling base and mounting 
back on is by turning clockwise.)

lower ring

4

5

mirror plate

6

1

5 Install a bulb (bulb is not included).

4

luminaire body

ceiling base

OPTIONAL LAMP: QA60 LED E27 6W 500lm 2700K

OPTIONAL LAMP: QA60 LED E27 6W 500lm 2700K

clear bulb + gold mirror
clear bulb +silver mirror

clear bulb + gold mirror
clear bulb +silver mirror

clear bulb + gold mirror
clear bulb +silver mirror

turn the cover
to lock

ceiling base

Unscrew the lower ring of the luminaire body and put a 
mirror plate on it; and then screw the lower ring back.
(Note: there is a protective foil on the mirror plate,
please remove it before mounting)
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