FLOS

F3022000

Glo-Ball Wall
Designed by Jasper Morrison, 1999

Halogen - 100W

Wall mounted lamp providing diffused light. Diffuser consisting of an externally acid-
etched, hand blown, flashed opaline glass. Galvanized pressed steel wall fitting.
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Main specifications Physical N
8059607016725 White
Wall 18 160 mm 2 330 mm
Indoor dry location 270
Bulb 380
Halogen 380 Download
Mounting instructions
E27 0.04
Spare Parts
HSGS 40
! Photometric Files
100 LDT /IES
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in
order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
receive. This is because we are constantly working to make improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical
data sheets for all technical data. Imagesand colours are not part of any contract or warrantyin any way.
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https://flospro.s3.eu-central-1.amazonaws.com/product-assets/5E40BA0795BCB78B916711E0B691D061/Mounting_Instruction_GLO_BALL_C_W_34293.pdf
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/77D4685B227F44A1F57FE3CB836F1DDF/F3022000-globallw-flos-spare-parts-sheet-EN.pdf
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/1BCB397858FB5B78ADE7FE5F8D838E1E/F3022000WGLO-BALL_W1_8W-LED.LDT
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/7FED2BFA653C515EBFB499ABEFAC7AD1/03-Glo-Ball-W-2D.zip
https://flospro.s3.eu-central-1.amazonaws.com/product-assets/8FD9F23D52DC125EE0BC6C292C5713C2/04-Glo-Ball-W-3D.zip
https://professional.flos.com/en/global/tech-spec/glo-ball-wall-f3022000/v-483/

Schematic light drawing

902

50 cd

Luminous flux luminaire
7331Im

Photometric Electrical
Lighting type Total class |
Light distribution Symmetric 50/60
220-250
Dimmable Yes
Dimming interface Remote Dimmable
(Dimmer Not
Included)
eries inside No
Charg min time No
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Bulbs

NOT INCLUDED NOT INCLUDED
LED Lamp 11.5W E27 220-240V LED Lamp 11.5W E27 220-240V
2700K A70 3000K A70
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Spare Parts

Glo-Ball Wall white diffuser
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